Abstract 

The present invention pertains to a cleaning pad for single or multi-disk cleaning 
machines, comprising an outer textile pad and a fastening element for holding the 
cleaning pad on the cleaning machine, where the cleaning pad (10) consists of at least 
four layers, and where the textile pad serving as the working pad (12) is followed by at 
least one absorbent layer (13), by a regenerative core layer (14), and finally by a cover 
layer (16). 
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(57) Abstract: The invention relates to a cleaning pad for single-disk and multi-disk cleaning machines, comprising an outer textile 
pad and a holding element for holding the cleaning pad on the cleaning machine. Said cleaning pad (10) consists of at least four 
layere. At least one absorbent layer (13) is arranged on the textile pad used as a working pad (12), and a regenerative core layer (14) 
is then applied to the absorbent layer, followed by a covering layer (16). 



O (57) Zusammenfassung: Die vorliegende Erfindung betrifft ein Reinigungskissen fur Ein- und Mehrscheiben-Reinigungsmaschi- 
nen, enthaltend ein ausseres Textilkissen und ein Halteelement zur Halterung des Reinigungskissens an der Reinigungsmaschine, 
wobei das Reinigungskissen (10) aus mindestens vier Schichten besteht, wobei anschliessend an das als Arbeitskissen (12) dienende 
^ Textilkissen mindestens eine saugfahige Schicht (13) und an diese anschliessend eine regenerative Kemschicht (14) und eine Deck- 
le schicht (16) angeordnet ist. 



